Type P Traffic Signal Cabinet Dimensions
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NOTES

1. TRAFFIC SIGNAL CABINET SHALL BE NEMA TYPE 2-2.

2. EXACT LOCATION OF CONTROLLER CABINET SHALL BE DETERMINED BY THE PROJECT ENGINEER.

3. TRAFFIC SIGNAL CABINET SHALL BE DARK GREEN COLOR AS MANUFACTURED BY CARDINAL PAINT
COMPANY, COLOR NO. TOO7-GN16-POWDER.

4. A 12-INCH CABINET EXTENSION (NOT SHOWN) MAY BE REQUIRED IF SPECIFIED ON PROJECT PLANS.
CABINET EXTENSION SHALL BE SAME COLOR AS CABINET.
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Type lIIAF Service Pedestal Dimensions

CABNET | FOUNDATION | BOLTMOUNTING

2" Barvice

Conduit to T H W D
PGSE TOP VIEW . .
Scale: None 63 1k | B

LY

Melar

Finished Grade
[Sidewalk or PCC Pad)

FCC Foundation

{4} 518" x 18" x 4"
Galvanized Anchor Bolts
, with Nuts and Washers
Service
Conduit . Caondults in Foundation
to PGAE L 10 Ground Bad are Not Shown, Note Conduit

) Spacing Detalls in Top View.
FRONT VIEW
Scale: None SIDE VIEW

NOTES

1. TYPE lIIAF SERVICE PEDESTAL SHALL BE MANUFACTURED BY TESCO CONTROLS, OR APPROVED EQUAL,
2. EXACT LOCATION OF SERVICE PEDESTAL SHALL BE DETERMINED BY THE PROJECT ENGINEER,

SERVICE PEDESTAL SHALL BE DARK GREEN COLOR AS MANUFACTURED BY CARDINAL PAINT COMPANY,
3. COLOR NO. TOO7-GN18-POWDER.
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